TECHNICAL SPECIFICATION T

TECHNICKA SPECIFIKACE P4057 7, APRET?2
TYPE TISSUE

Composmon ! S‘/ofen.v ' T T 7 Polyémide
Finishings / Upravy Dyeing / Barveni
Thermeofixation / Termofixace
Applications / Aplikace Coating Z APRET2/Zitér 7 APRET2
Composition of application/ Polyurethane/Polyurethan

Slozeni aplikace

Meassuring | Basic value | Tolerance Test method
unit Zakladni Tolerance Testovaci metoda
Meéfici jednotka hodnota
Effective width / Uzitnd sire 150 +/-3 EN 1773
We; ht J' Hmomosr 420 +/- 7 % EN 12127
Meassurmg Basic value | Tolerance Test method
unit Zikladni Tolerance Testovacti metoda

MeéFici jednotka hodnota

Tensile strength/Pevnost v tahu

Warp / Osnova N 4 500 min. 1SO 13934-1
Weft / Urek 3 500

Elongation / Protazeni

Warp / Osnova % 20 min. ISO 13934-]
Weft / Urek 20

Colourfastness / Stdlobarevnost

Perspiration / ¥ potu Sevil 3 ISO 105-E04
Water / Ve vodé S 3 - ISO 105-E01
Light / Na svétle . 4 1SO 105-B02
Rubbing / V otéru 3 ISO 105-X12
Abrasion resistance No. of cycles 30 000 Resnsmnt 1SO 20344-6.12

ki

Odo!nosi_v_odéf u__

Colour variance — Grey scale

; g Lighting
Odchylka od:.f_inu - S’ec{a stupnicee Level‘ Osvétleni | 1SO 20105-A02
Among supplies / Mezi zakdzkami Stupen D65
Reference sample/Referencni voorek =
Packing / Baleni Winded up on cardboard tube / Navinuto na kartonové trubici

Face side to the tube / Licem k trubici

In foil / Ve folii

Storage / Skladovani Stock in horizontal position / Skladovat v horizontélni poloze

Stored in dry, air ventilated place without insolation and UV radiation

Skladovat na suchém, vzduchu pristupném misté bez dosahu shinecniho a UV zdreni
Healt harmless Product is health havmless / Fivobek je zdravomné nezavadny

Zdravotni nezdvadnost All production certified by OEKO-TEX / Celd wroba certifikovdna OEKO-TEX




