TECHNICAL SPECIFICATION
TECHNICKA SPECIFIKACE

TYPE

Composition / SloZeni

TISSUE
TKANIN,

P3994 7 APRET2

.

Poiyesiér / Pol yzata—x—ide

Finishings / Upravy

Dyeing / Barveni

Thermofixation / Termofivace

Applications / Aplikace
Composition of application/
Sloleni aplikace

Coating Z APRET2/Zd1ér ZAPRET2
Polyurethane/Polvurethan

Colour variance — Grey scale
Qdchyika odsiing - Sedd suygniicce
Among supplies / Mezi zakdzkami
Reference snmple/Referencni viorek

Pocet eykli

Meassuring Basic value | Tolerance Test method
unit Zikladni Tolerance Testovaci meloda
Meérier jednotka hodnota
Effective width / UZimd sive om 150 +/-3 EN 1773
{ Weight / Hmomosi 2/ 135 +-7% |EN12127
Uz : ERIIES e
Meassuring Basic value Tolerance Test method
unit Zakladni Tolerance Testovaci metoda
Méricl jednotka hodnota
Tensile strength/Peviiost v ighy
Warp / Osnova N 4 500 min. 1SO 13934-1
Weft / Utek 1900
Elongation / ProraZent
Warp / Osnova G 28 min. ISO 13934-]
Welt / Urek 22 i
Colourfastness / Sidlobarevnost
Perspiration / V poru level 3 ISO 105-E04
Water / Ve vodé stupen 3 ISO 105-E01
Light / N svéile 4 ISO 105-B02
Rubbing / V oréru 3 ISO 105-X12
Abrasion vesistance No. of cycles . Resistant . )
{ Odobiost v odéru ) 80000 Qdolny EOSOTEIE

Level
Stupen

3
3

i
Lighting
Osvédeni 150 20105-A02
D63

Packing / Baleni

Winded up on cardboard tubce / Navino na kartonoveé trubici
Face side to the wbe / Licem k trubici

In foil / Ve folii

Storage / Skladovinr

Stock in hovizontal position / Skiadovar v horizonidng poloze
Stored in dry, air ventilated place without insolation and UV radiation
Skladovar na suchéim, vduchu pristupndm misié bez dosahu shinecniho a UV =dienf

Healt harmless
Zdravomi nezdvadnosr

Product is health harmless / \Vvrobek je zdravomé nezdvadny
All production certified by OEKOQ-TEX / Celd vYroba certifikovinag OFEKO-TEX




